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Instructiuni de siguranta
Cititi toate indicatiile si instructiunile de
|| siguranta. Nerespectarea instructiunilor si
indicatiilor de siguranta poate provoca
electrocutare, incendiu si/sau raniri grave.
Pastrati toate instructiunile si indicatiile de siguranta in
vederea utilizarilor viitoare.
» Acest fier de lipit nu este destinat utilizarii de catre

mintale limitate sau lipsite de experienta si
cunostinte. in caz contrar, exista pericolul de manevrare
gresitd si ranire.

» Acest fier de lipit poate fi utilizat de copiii cu varsta de
senzoriale sau mintale limitate sau lipsite de
experienta si cunostinte numai sub supraveghere sau
daca au fost instruiti referitor la utilizarea in siguranta
afierului de lipit si inteleg pericolele implicate. incaz
contrar, exista pericolul de manevrare gresita si ranire.

in timpul lipirii, poarta ochelari de protectie

si imbracaminte de protectie. Staniul de

lipire lichid si stropii de aliaj de lipire pot
provoca arsuri sau leziuni oculare.

Varful de lipire se infierbanta puternic in

timpul functionarii. in cazul contactului cu

pielea se pot produce arsuri. inainte de a atinge
varful de lipire lasa-l s se raceasca.

» in caz de neutilizare, asaza fierul de lipit astfel incat
varful de lipire sa nu atinga nimic. Astfel, eviti contactul
varfului de lipire fierbinte cu materialele inflamabile.

» Nu lasa niciodata nesupravegheat fierul de lipit in
timp ce este conectat. in caz contrar, va exista pericolul
de incendiu si ranire.

» Atunci cand lucrezi cu fierul de lipit, indeparteaza
materialele combustibile sau inflamabile din mediul
de lucru. in caz contrar, va exista pericolul de incendiu.

» inainte de ainlocui varful de lipire, precum si inainte
de a transporta sau depozita fierul de lipit, lasa fierul
de lipit sa se raceasca si scoate acumulatorul din
interiorul acestuia. in caz contrar, va exista pericolul de
incendiu si ranire.

» Lucreaza intr-un mediu bine ventilat. in caz contrar, va
exista pericolul de inhalare a vaporilor toxici proveniti de
la staniul de lipire sau de la pasta pentru lipire.

» Nu lipi conductoare aflate sub tensiune si evita
efectuarea lucrarilor de lipire in apropierea
conductoarelor aflate sub o tensiune. in caz contrar, va
exista pericolul de electrocutare.

» Nu modifica si nu deschide acumulatorul. Existd
pericolul de scurtcircuit.

» in cazul deterioririi sau utilizarii necorespunzitoare a
acumulatorului, se pot degaja vapori. Acumulatorul

poate arde sau exploda. Aerisiti bine incaperea si
solicitati asistenta medicald daca starea dumneavoastra
de sanatate se inrautateste. Vaporii pot irita caile
respiratorii.

» in cazul utilizirii necorespunzitoare sau al unui
acumulator deteriorat, din acumulator se poate
scurge lichid inflamabil. Evitati contactul cu acesta. in
cazul contactului accidental, clatiti bine cu apa. Daca
lichidul va intra in ochi, consultati de asemenea un
medic. Lichidul scurs din acumulator poate cauza iritatii
ale pielii sau arsuri.

» in urma contactului cu obiecte ascutite ca de exemplu
cuie sau surubelnite sau prin actiunea unor forte
exterioare asupra sa, acumulatorul se poate deteriora.
Se poate produce un scurtcircuit intern in urma caruia
acumulatorul sa se aprinda, sa scoata fum, sd explodeze
sau sa se supraincalzeasca.

» Feriti acumulatorii nefolositi de agrafele de birou,
monede, chei, cuie, suruburi sau alte obiecte metalice
mici, care ar putea provoca suntarea contactelor. Un
scurtcircuit intre contactele acumulatorului poate duce la
arsuri sau incendiu.

» Utilizati acumulatorul numai pentru produsele oferite
de acelasi producator. Numai astfel acumulatorul va fi
protejat impotriva unei suprasolicitari periculoase.

» incarcati acumulatorii numai cu incarcitoare
recomandate de catre producator. Un incarcator
recomandat pentru acumulatori de un anumit tip poate
lua foc atunci cand este folosit pentru incércarea altor
acumulatori decat cei prevazuti pentru acesta.

Protejeaza acumulatorul

impotriva caldurii, de exemplu,

impotriva expunerii la radiatii
solare continue sau flacari,
precum si impotriva murdariei,
apei si umezelii. In caz contrar, exista pericolul de explozie

Siscurtcircuit.

» Nu aseza fierul de lipit pe acumulator. in cazul caderii,
fierul de lipit se poate deteriora.

Descrierea produsului si a
performantelor sale

Va rugam sd tineti seama de imaginile din partea din fatd a
instructiunilor de folosire.

Utilizare conform destinatiei

Fierul de lipit este destinat lipirii cu aliaj moale a cablurilor si
componentelor electronice. Fierul de lipit poate fi utilizat
exclusiv cu varfuri de lipire Bosch.

Componentele ilustrate

Numerotarea componentelor ilustrate se refera la schita
fierului de lipit de pe pagina grafica.

(1) Varf de lipire

(2) Manson al varfului de lipire
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(3) Piulita de fixare a varfului de lipire
(4) Lampade lucru
(5) Indicator de stare
(6) Buton de pornire/oprire/Comutator de temperatura
(7) Acumulator?
(8) Buton de deblocare a acumulatorului”
(9) Suprafatd de sprijin
(10) Aparatoare pentru degete
(11) Dispozitiv de blocare a capacului de protectie
(12) Capac de protectie
a) Acest accesoriu nu este inclus in setul de livrare standard.
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Introducerea acumulatorului

Introdu acumulatorul incarcat in adaptorul pentru
acumulator pana cand acesta se fixeaza.

Extragerea acumulatorului

Pentru extragerea acumulatorului, apasa tastele de
deblocare si extrage acumulatorul. Nu forta.

Indicatorul starii de incarcare a acumulatorului

Cele 3 LED-uri ale indicatorului de stare (5) prezinta nivelul
de incarcare al acumulatorului in decurs de 5 secunde dupa
conectarea fierului de lipit.

Indicator de stare Capacitate
Date tehnice Aprindere continud de 3 oriin 67-100%
Fier de lipit GLK12V-420 Ze“,jed T e
T prindere continua de 2 oriin -66%
Cod (.ie |dent|ffcarf3 3601JS80.. verde
Tensiune nominald V- 12 aprindere continud o dati in 6-21%
Temperatura de lipire “© 350/420 galben
Abatere maxima a temperaturii % +10 Aprindere intermitentaodatain ~ 0-5%
Greutate” kg 0,2 rosu
Temperatura ambientala B¢ 0..35 PP _
recomandati in timpul incarcarii Indicatii privind manevrarea optima a
o s acumulatorului
Temperaturd ambientald admisa °C -20...50 o . ) L
in timpul functionérii® si pe Protejati acumulatorul impotriva umezelii si apei.
perioada depozitarii Depozitati acumulatorul numai la temperaturi cuprinse intre
Acumulatori recomandati GBA 12V -20°Csi 50 °C. Nu ldsati acumulatorul in autovehicul, de
Incirca q - GAL12VM exemplu, pe timpul verii.
ncarcatoare recomandate GAL 12V"' Un timp de functionare considerabil redus dupd incarcare
GAX 18". indica faptul cd acumulatorul s-a uzat si trebuie inlocuit.

A) Fardacumulator (pentru greutatea acumulatorului, acceseaza
www.bosch-professional.com)

B) performante limitate la temperaturi < 0°C

Valorile pot varia in functie de produs si sunt supuse conditiilor de
utilizare, precum si conditiilor de mediu. Pentru informatii
suplimentare, acceseaza www.bosch-professional.com/wac.

Acumulator

Bosch comercializeaza atat fiare de lipit cu acumulator, cét
si fiare de lipit fara acumulator. Dacd in pachetul de livrare al
fierului de lipit este inclus un acumulator, il poti scoate din
ambalaj.

incircarea acumulatorului

» Foloseste numai incarcatoarele specificate in datele
tehnice. Numai aceste incdrcdtoare sunt adaptate la
acumulatorul litiu-ion montat in fierul de lipit.

Observatie: Acumulatorii litiu-ion sunt livrati in stare partial

incarcata, conform reglementarilor internationale privind

transportul. Pentru a asigura functionarea la capacitate
maxima a acumulatorului, incarca complet acumulatorul
inainte de prima utilizare.

Respectati instructiunile privind eliminarea.

Montarea

» inainte de ainlocui varful de lipire, precum si inainte
de a transporta sau depozita fierul de lipit, lasa fierul
de lipit sa se raceasca si scoate acumulatorul din
interiorul acestuia. in caz contrar, va exista pericolul de
incendiu si ranire.

inlocuirea varfului de lipire

(consulta imaginea A)

Introdu varful de lipire adecvat pentru aplicatia respectiva.
Utilizeaza exclusiv varfuri de lipire Bosch.

Pentru inlocuirea varfului de lipire, rdsuceste in sens antiorar
piulita de fixare (3). Scoate piulita de fixare si mansonul (2)
de pe varful de lipire.

Extrage varful de lipire (1) si introdu un alt varf de lipire (1).
Asaza la loc mansonul (2) si piulita de fixare (3). Strange
manual si ferm piulita de fixare in sens orar.

Bosch Power Tools
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Functionarea

Punerea in functiune

Demontarea/Montarea capacului de protectie
(consulta imaginea B)

Pentru demontarea capacului de protectie (12), trage
dispozitivul de blocare (11) al capacului de protectie si
scoate-| din aparatoarea pentru degete (10).

Daca este posibil, lasa fierul de lipit sa se raceasca inainte de
amonta capacul de protectie (12) in vederea transportului
sau depozitarii.

Pentru montare, acroseaza capacul de protectie (12) in
partea inferioara a aparatorii pentru degete (10) si lasa-l sa
se fixeze din nou in partea superioard a aparatorii pentru
degete.

Pornirea/Oprirea si setarea temperaturii

Pentru pornirea fierului de lipit, apasa butonul de pornire/

oprire (6) si impinge-l spre inainte, in functie de temperatura

doritd:

- Treapta de temperatura 1: temperatura de lipire de
350°C

- Treapta de temperatura 2: temperatura de lipire de
420°C

Lampa de lucru (4) se aprinde automat odata cu fierul de

lipit si optimizeaza vizibilitatea in zona de lucru din imediata

apropiere.

» Nu priviti direct in lampa de lucru, aceasta va poate
orbi.

Pentru oprirea fierului de lipit, impinge butonul de pornire/

oprire (6) in pozitia 0.

Asaza fierul de lipit pe suprafetele de sprijin (9) si lasa-| sa se

raceasca.

Indicatorul de stare

Cele 3 LED-uri ale indicatorului de stare (5) prezinta nivelul
de incarcare al acumulatorului in decurs de 5 secunde dupa
conectarea fierului de lipit.

Ulterior, LED-ul central al indicatorului de stare (5) indica
temperatura varfului de lipire:

LED central Semnificatie

se aprinde Varful de lipire este incalzit/racit pana
intermitentin ~ cand este atinsa treapta de temperatura
verde setata.

se aprinde in Treapta de temperaturd setata este
verde atinsa.

se aprinde Varful de lipire se raceste dupa oprire.
intermitent in

rosu

Transporta sau depoziteaza fierul de lipit numai dupa ce
varful de lipire s-a racit suficient, iar indicatorul de stare (5)
s-astins.

Observatie: Dacd acumulatorul este extras imediat dupa
deconectare, indicatorul de stare (5) se stinge si nu mai
avertizeaza utilizatorul in cazul in care varful de lipire este

fierbinte. Ai grija mai ales sa lasi fierul de lipit sa se raceasca
inainte de a- transporta sau depozita.

intretinere si service

intretinere si curatare

» inainte de ainlocui varful de lipire, precum si inainte
de a transporta sau depozita fierul de lipit, lasa fierul
de lipit sa se raceasca si scoate acumulatorul din
interiorul acestuia. in caz contrar, va exista pericolul de
incendiu si ranire.

» Pentru a putea lucra bine si in siguranta, mentine
curate fierul de lipit si fantele de aerisire.

Serviciu de asistenta tehnica post-vanzari si
consultanta clienti

Romania

Tel.: +40 21 405 7541

incazde reclamatii si comenzi de piese de schimb, te rugam
sa specifici neaparat numarul de identificare compus din

10 cifre, indicat pe placuta cu date tehnice a produsului.

Eliminare

Deseurile de la fiarele de lipit, acumulatori, accesorii si

ambalaje trebuie predate la un centru de reciclare ecologica.
Nu elimina fiarele de lipit si acumulatorii/
bateriile impreund cu deseurile menajere!

Numai pentru tarile UE:

Aparatele electrice si electronice sau acumulatorii uzati/
bateriile uzate care nu mai pot utilizati/utilizate trebuie
colectati/colectate separat si eliminati/eliminate in mod
ecologic. Utilizeaza sistemele de colectare desemnate.
Eliminarea incorecta poate fi nociva pentru mediu si
sanatate din cauza eliminarii de substante periculoase.
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Legal Information and Licenses

1 - Open Source Components

1.1 - CMSIS V1.5.7- Apache-2.0

Copyright © 2009-2016 ARM Limited. All rights reserved.
Licensed under the Apache License, Version 2.0 (the License); you may
not use this file except in compliance with the License.

You may obtain a copy of the License at
http://www.apache.org/licenses/LICENSE-2.0

Unless required by applicable law or agreed to in writing, software
distributed under the License is distributed on an "AS IS" BASIS,
WITHOUT WARRANTIES OR CONDITIONS OF ANY KIND, either express
orimplied. See the License for the specific language governing
permissions and limitations under the License.

1.2 - MM32/MM32SPIN0230/Device/
MM32SPIN0230 V1.5.7/MM32/MM32SPIN0230//
Samples/LibSamples V1.5.7 - BSD-3-Clause

Copyright © 2011-2025 Shanghai MindMotion

Microelectronics Co., Limited. All rights reserved

Redistribution and use in source and binary forms, with or without
modification, are permitted provided that the following conditions are
met:

1. Redistributions of source code must retain the above copyright
notice, this list of conditions and the following disclaimer.

2. Redistributions in binary form must reproduce the above copyright
notice, this list of conditions and the following disclaimer in the
documentation and/or other materials provided with the
distribution.

3. Neither the name of the copyright holder nor the names of its
contributors may be used to endorse or promote products derived
from this software without specific prior written permission.

THIS SOFTWARE IS PROVIDED BY THE COPYRIGHT HOLDERS AND
CONTRIBUTORS "AS IS" AND ANY EXPRESS OR IMPLIED WARRANTIES,
INCLUDING, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES OF
MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE
DISCLAIMED. IN NO EVENT SHALL THE COPYRIGHT HOLDER OR
CONTRIBUTORS BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL,
SPECIAL, EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING,
BUT NOT LIMITED TO, PROCUREMENT OF SUBSTITUTE GOODS OR
SERVICES; LOSS OF USE, DATA, OR PROFITS; OR BUSINESS
INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF
LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT
(INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT
OF THE USE OF THIS SOFTWARE, EVEN IF ADVISED OF THE
POSSIBILITY OF SUCH DAMAGE.

2 - Common License

2.1 - Apache License 2.0 (Apache-2.0)

Apache License

Version 2.0, January 2004

http://www.apache.org/licenses/

TERMS AND CONDITIONS FOR USE, REPRODUCTION, AND
DISTRIBUTION

1. Definitions.

“License" shall mean the terms and conditions for use, reproduction,
and distribution as defined by Sections 1 through 9 of this document.
“Licensor" shall mean the copyright owner or entity authorized by the
copyright owner that is granting the License.

“Legal Entity" shall mean the union of the acting entity and all other
entities that control, are controlled by, or are under common control
with that entity. For the purposes of this definition, "control" means (i)
the power, direct or indirect, to cause the direction or management of

Legal Information and Licenses | 7

such entity, whether by contract or otherwise, or (ii) ownership of fifty
percent (50%) or more of the outstanding shares, or (iii) beneficial
ownership of such entity.

"You" (or "Your") shall mean an individual or Legal Entity exercising
permissions granted by this License.

"Source" form shall mean the preferred form for making modifications,
including but not limited to software source code, documentation
source, and configuration files.

"Object" form shall mean any form resulting from mechanical
transformation or translation of a Source form, including but not limited
to compiled object code, generated documentation, and conversions to
other media types.

"Work" shall mean the work of authorship, whether in Source or Object
form, made available under the License, as indicated by a copyright
notice that is included in or attached to the work (an example is
provided in the Appendix below).

"Derivative Works" shall mean any work, whether in Source or Object
form, that is based on (or derived from) the Work and for which the
editorial revisions, annotations, elaborations, or other modifications
represent, as a whole, an original work of authorship. For the purposes
of this License, Derivative Works shall not include works that remain
separable from, or merely link (or bind by name) to the interfaces of,
the Work and Derivative Works thereof.

"Contribution" shall mean any work of authorship, including the
original version of the Work and any modifications or additions to that
Work or Derivative Works thereof, that is intentionally submitted to
Licensor for inclusion in the Work by the copyright owner or by an
individual or Legal Entity authorized to submit on behalf of the copyright
owner. For the purposes of this definition, "submitted" means any
form of electronic, verbal, or written communication sent to the
Licensor or its representatives, including but not limited to
communication on electronic mailing lists, source code control systems,
and issue tracking systems that are managed by, or on behalf of, the
Licensor for the purpose of discussing and improving the Work, but
excluding communication that is conspicuously marked or otherwise
designated in writing by the copyright owner as "Not a Contribution."
"Contributor" shall mean Licensor and any individual or Legal Entity on
behalf of whom a Contribution has been received by Licensor and
subsequently incorporated within the Work.

2. Grant of Copyright License. Subject to the terms and conditions of
this License, each Contributor hereby grants to You a perpetual,
worldwide, non-exclusive, no-charge, royalty-free, irrevocable
copyright license to reproduce, prepare Derivative Works of, publicly
display, publicly perform, sublicense, and distribute the Work and such
Derivative Works in Source or Object form.

3. Grant of Patent License. Subject to the terms and conditions of this
License, each Contributor hereby grants to You a perpetual, worldwide,
non-exclusive, no-charge, royalty-free, irrevocable (except as stated in
this section) patent license to make, have made, use, offer to sell, sell,
import, and otherwise transfer the Work, where such license applies
only to those patent claims licensable by such Contributor that are
necessarily infringed by their Contribution(s) alone or by combination
of their Contribution(s) with the Work to which such Contribution(s)
was submitted. If You institute patent litigation against any entity
(including a cross-claim or counterclaim in a lawsuit) alleging that the
Work or a Contribution incorporated within the Work constitutes direct
or contributory patent infringement, then any patent licenses granted to
You under this License for that Work shall terminate as of the date such
litigation is filed.

4. Redistribution. You may reproduce and distribute copies of the
Work or Derivative Works thereof in any medium, with or without
modifications, and in Source or Object form, provided that You meet
the following conditions:

Bosch Power Tools
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(a) You must give any other recipients of the Work or Derivative Works a
copy of this License; and

(b) You must cause any modified files to carry prominent notices stating
that You changed the files; and

(c) You must retain, in the Source form of any Derivative Works that You
distribute, all copyright, patent, trademark, and attribution notices from
the Source form of the Work, excluding those notices that do not
pertain to any part of the Derivative Works; and

(d) If the Work includes a "NOTICE" text file as part of its distribution,
then any Derivative Works that You distribute must include a readable
copy of the attribution notices contained within such NOTICE file,
excluding those notices that do not pertain to any part of the Derivative
Works, in at least one of the following places: within a NOTICE text file
distributed as part of the Derivative Works; within the Source form or
documentation, if provided along with the Derivative Works; or, within a
display generated by the Derivative Works, if and wherever such third-
party notices normally appear. The contents of the NOTICE file are for
informational purposes only and do not modify the License. You may
add Your own attribution notices within Derivative Works that You
distribute, alongside or as an addendum to the NOTICE text from the
Work, provided that such additional attribution notices cannot be
construed as modifying the License.

You may add Your own copyright statement to Your modifications and
may provide additional or different license terms and conditions for
use, reproduction, or distribution of Your modifications, or for any such
Derivative Works as a whole, provided Your use, reproduction, and
distribution of the Work otherwise complies with the conditions stated
in this License.

5. Submission of Contributions. Unless You explicitly state otherwise,
any Contribution intentionally submitted for inclusion in the Work by
You to the Licensor shall be under the terms and conditions of this
License, without any additional terms or conditions. Notwithstanding
the above, nothing herein shall supersede or modify the terms of any
separate license agreement you may have executed with Licensor
regarding such Contributions.

6. Trademarks. This License does not grant permission to use the trade
names, trademarks, service marks, or product names of the Licensor,
except as required for reasonable and customary use in describing the
origin of the Work and reproducing the content of the NOTICE file.

7. Disclaimer of Warranty. Unless required by applicable law or
agreed to in writing, Licensor provides the Work (and each Contributor
provides its Contributions) on an "AS 1S" BASIS, WITHOUT
WARRANTIES OR CONDITIONS OF ANY KIND, either express or implied,
including, without limitation, any warranties or conditions of TITLE,
NON-INFRINGEMENT, MERCHANTABILITY, or FITNESS FOR A
PARTICULAR PURPOSE. You are solely responsible for determining the
appropriateness of using or redistributing the Work and assume any
risks associated with Your exercise of permissions under this License.
8. Limitation of Liability. In no event and under no legal theory,
whether in tort (including negligence), contract, or otherwise, unless
required by applicable law (such as deliberate and grossly negligent
acts) or agreed to in writing, shall any Contributor be liable to You for
damages, including any direct, indirect, special, incidental, or
consequential damages of any character arising as a result of this
License or out of the use or inability to use the Work (including but not
limited to damages for loss of goodwill, work stoppage, computer
failure or malfunction, or any and all other commercial damages or
losses), even if such Contributor has been advised of the possibility of
such damages.

9. Accepting Warranty or Additional Liability. While redistributing
the Work or Derivative Works thereof, You may choose to offer, and
charge a fee for, acceptance of support, warranty, indemnity, or other
liability obligations and/or rights consistent with this License. However,
in accepting such obligations, You may act only on Your own behalf and
on Your sole responsibility, not on behalf of any other Contributor, and
only if You agree to indemnify, defend, and hold each Contributor
harmless for any liability incurred by, or claims asserted against, such

Contributor by reason of your accepting any such warranty or additional
liability.
END OF TERMS AND CONDITIONS

3 - Warranty Disclaimer

This product contains Open Source Software components which
underly Open Source Software Licenses. Please note that Open Source
Licenses contain disclaimer clauses. The text of the Open Source
Licenses that apply are included in this manual under "Legal Information
and Licenses".

160992AG19](06.05.2026)

Bosch Power Tools



Servicekontakte

Service Contacts

Contacts de Service
Contactos de Servicio
KoHTaKTbl CEpBUCHbIX LEHTPOB

https://www.bosch-pt.com/serviceaddresses

Garantiebedingungen
Guarantee Conditions
Conditions de Garantie
Condiciones de Garantia
YcnoBuA rapaHTuu

https://www.bosch-pt.com/guarantee/202601
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